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T h e  a n s w e r  t o  e n e r g y  s a v i n g  r e g u l a t i o n s :
The combination of sustainable 

t imber species with high-densit y 

insulating mater ial  is another 

innovation by the Münchinger 

development depar tment .

The integration of the insulating 

mater ial  into the t imber prof iles 

increases ef f iciency considerably. 

The scantlings optimized this way 

render the production of windows 

in compliance with energy techni-

cal  requirements easy.

The new Münchinger energyline 

scantling of fers many benef its.

T h e  G e r m a n  I n s t i t u t e  o f  w i n -

d o w  t e c h n o l o g y  I F T  R o s e n h e i m 

c o n f i r m e d  t o  u s  a  h e a t  t r a n s -

m i s s i o n  c o e f f i c i e n t  o f 

U f= 0,80 W/ ( m 2K )
v e r i f i e d  i n  c u r r e n t  t e s t s .

T h i s  c o r r e s p o n d s  t o  a  r e d u c t i o n

of  more than 12%
i n  c o m p a r i s o n  t o  a  w i n d o w 

s c a n t l i n g  w i t h o u t  i n s u l a t i n g 

l a y e r.

A s s e s s m e n t  o f  t h e  t e m p e r a t u r e 

b e h a v i o u r  i n  a  w i n d o w  m a d e  o f 

M ü n c h i n g e r  e n e r g y l i n e  s c a n t -

l i n g s .



M ü n c h i n g e r  e n e r g y l i n e
The function, the ser viceabili t y 

and the long-term functioning 

(10,000 opening cycles )  were te -

sted in addit ion.

We deliver Münchinger energy-

line scantlings for t ypical  f rame 

thicknesses.

Frame thickness of  9 0 mm Frame thickness of  78 mm Frame thickness of  68 mm






