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LAMINATED SCANTLINGS

AMERICAN HARDWOODS

s = solid layer / fj = jointed layer

AMERIC. HARD MAPLE
D4-glue as per EN 204, multiple ply,  
blockprofile, kiln driedt

s/fj/s 
s/s/s 
s/fj/fj 
s/s/fj

72 x 86 mm 
further dimensions as per your inquiry

AMERIC. ASH
D4-glue as per EN 204, multiple ply, blockprofile, 
kiln dried

s/fj/s 
s/s/s 
s/fj/fj 
s/s/fj

72 x 86 mm 
further dimensions as per your inquiry

AMERIC. CHERRY
with gum-pockets as typical for Cherry, D4-glue 
as per EN 204, multiple ply, blockprofile, kiln 
dried

s/fj/s 
s/s/s 
s/fj/fj 
s/s/fj

72 x 86 mm 
further dimensions as per your inquiry

AMERIC. WALNUT
D4-glue as per EN 204, multiple ply, blockprofile, 
kiln dried

s/fj/s 
s/s/s 
s/fj/fj 
s/s/fj

72 x 86 mm 
further dimensions as per your inquiry

SPECIES COMPOSITION SECTION SIZE

MERANTI
weight 450 kg+, D4-glue as per EN 204,  
multiple ply, blockprofile, kiln dried

Also with PEFC-certificate available!

s/fj/s 
s/s/s 
s/fj/fj 
s/s/fj

63 x 86 / 125 mm 
72 x 86 / 105 / 115 / 125 / 145 mm 
84 x 86 / 105 / 115 / 125 / 145 mm 
96 x 86 / 105 / 115 / 125 / 145 mm

 All special dimensions or special constructions as per your inquiry!

ASIAN HARDWOODS


